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Control Panel Trunking
Betaduct Tools & Accessories E

EDN1 1 is a side wall notching tool. It features insulated comfort 
handles for easy operation. 

BETADUCT EDNT 1

PART NO. LENGTH (mm) WEIGHT (g)

EDNT1 210 320

EDC 2 Betaduct trunking cutting tool is made from hardened 
steel and varnished aluminium. It will cut PVC trunking up to 
110mm wide. 

BETADUCT EDC 2

PART NO. LENGTH (mm) WEIGHT (g)

EDC2 200 320

EDC 1 Betaduct cutting tool is ideal for cutting trunking fingers 
with little effort. Made from steel and cast iron, with a sharp 
blade width of 21.5mm. 

BETADUCT EDC 1

PART NO. LENGTH (mm) WEIGHT (g)

EDC1 250 455
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The DC 125 cutter cuts trunking at true angles and avoids 
burring and expensive redressing. Due to the cam mechanism 
the DC 125 cuts with little effort. The chip free cutting keeps your 
site clean and free from pollution and noise. 
The metre long guide and stop allows cutting of trunking profiles 
with great accuracy. The blade, in tungsten steel, provides a 
cutting width of up to 125mm, and is supplied with an integrated 
guard giving total security. This cutter must be bench mounted.

DC 125 CUTTER & SPARE BLADE

PART NO. DIMENSIONS
W x D x L 

(mm)

CUTTING 
WIDTH 
(mm)

CUTTING
LENGTH 
(mm)

WEIGHT 
(Kg)

BETADUCT-CUTTER 1290 x 290 x 760 125 1000 Max. 10.5

Right angled side cutters for 
cutting the slots of Betaduct 
trunking. 

BETADUCT SIDE CUTTER

PART NO.

18570000

This Betaduct notching tool is a special tool to cut out side walls 
of slotted trunking. It has a variable cutting depth of up to 80mm 
with one cut, and a cutting width of 24mm. 

RENN.603 618 3

PART NO. LENGTH (mm) WEIGHT (g)

603 618 3 260 660

PART NO. DESCRIPTION

BETADUCT-CUTTER BLADE Spare Blade for DC 125 Cutter
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Control Panel Trunking
Betaduct Tools & Accessories E

Betaduct insulating washers are ideal for all panel building 
applications. Available in grey in packs of 50.

BETADUCT INSULATING WASHERS

PART NO. COLOUR INTERNAL DIA. (mm) PACK QTY

1044 Grey 3.7 50

Betaduct nylon rivets are 
available in white and are 
equipped with fins for a perfect 
tightness and allowing a quick 
insertion of the rivet in the rivet 
tool to make the mounting 
easier. For a proper fitting, rivets 
have to be inserted in one of the 
hole ends. 

BETADUCT RIVETS

DIMENSIONS (mm)

PART NO. INTERNAL DIA. (mm) A B C D E PACK QTY

1049 15 x 15 25 1 12 4 9 100

1050 all other sizes 29 2 14 6.25 11 100

BETADUCT RIVET TOOLS

PART NO. COLOUR DESCRIPTION PACK QTY

RT4 Blue To suit rivets 1049 1

RT6 Red To suit rivets 1050 1

The Betaduct Riveter has an independent sliding metal 
core for the best tool stability and greater pressure exerted 
when inserting the rivet into the hole. Features a soft plastics 
ergonomic handle. The long 233mm metal body is ideal for 
easy insertion, in narrow and high wiring ducts.
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Control Panel Trunking
Betaduct For The Rail Industry

BETADUCT
PART NO.

DIMENSIONS
W x H (mm)

BETADUCT
TYPE

BETADUCT
MATERIAL

10450022 25 x 37.5 OPEN SLOT PVC GREY RAIL 7030

10450051 50 x 25 OPEN SLOT PVC GREY RAIL 7030

10450053 50 x 50 OPEN SLOT PVC GREY RAIL 7030

10460022 25 x 37.5 CLOSED SLOT PVC GREY RAIL 7030

10460023 25 x 50 CLOSED SLOT PVC GREY RAIL 7030

10460024 25 x 75 CLOSED SLOT PVC GREY RAIL 7030

10460053 50 x 50 CLOSED SLOT PVC GREY RAIL 7030

10460054 50 x 75 CLOSED SLOT PVC GREY RAIL 7030

10460074 75 x 75 CLOSED SLOT PVC GREY RAIL 7030

10480011 15 x 15 SOLID WALL PVC GREY RAIL 7030

10480022 25 x 37.5 SOLID WALL PVC GREY RAIL 7030

10480023 25 x 50 SOLID WALL PVC GREY RAIL 7030

10480024 25 x 75 SOLID WALL PVC GREY RAIL 7030

10480053 50 x 50 SOLID WALL PVC GREY RAIL 7030

10480054 50 x 75 SOLID WALL PVC GREY RAIL 7030

10480074 75 x 75 SOLID WALL PVC GREY RAIL 7030

09810000 25 x 37.5 OPEN SLOT PVC BLACK RAIL 9005

09130000 25 x 50 OPEN SLOT PVC BLACK RAIL 9005

09160000 50 x 50 OPEN SLOT PVC BLACK RAIL 9005

09170000 50 x 75 OPEN SLOT PVC BLACK RAIL 9005

09190000 75 x 75 OPEN SLOT PVC BLACK RAIL 9005

09000000 15 x 15 CLOSED SLOT PVC BLACK RAIL 9005

09510000 25 x 37.5 CLOSED SLOT PVC BLACK RAIL 9005

09030000 25 x 50 CLOSED SLOT PVC BLACK RAIL 9005

09040000 25 x 75 CLOSED SLOT PVC BLACK RAIL 9005

09380000 50 x 25 CLOSED SLOT PVC BLACK RAIL 9005

09060000 50 x 50 CLOSED SLOT PVC BLACK RAIL 9005

09070000 50 x 75 CLOSED SLOT PVC BLACK RAIL 9005

09090000 75 x 75 CLOSED SLOT PVC BLACK RAIL 9005

09400000 125 x 75 CLOSED SLOT PVC BLACK RAIL 9005

Betaduct slotting panel trunking is designed for installations in hazardous applications such as 
the rail and underground. Betaduct is approved and specified by Network Rail. Below you will 
find a reference chart to help find your required Rail PADS number. 

RAIL PADS 
NUMBER

054 073272

054 073275

054 073273

054 160007

054 073289

054 073295

054 073296

054 073297

054 073298

054 073281

054 020253

054 073274

054 073299

054 073301

054 073302

054 073303

054 160010

054 160018

054 160025

054 160034

054 160038

054 160048

054 160008

054 160019

054 073059

054 073279

054 160026

054 160035

054 160033

054 073320
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BETADUCT
PART NO.

DIMENSIONS
W x H (mm)

BETADUCT
TYPE

BETADUCT
MATERIAL

09200000 15 x 15 SOLID WALL PVC BLACK RAIL 9005

10110000 25 x 37.5 SOLID WALL PVC BLACK RAIL 9005

09230000 25 x 50 SOLID WALL PVC BLACK RAIL 9005

09260000 50 x 50 SOLID WALL PVC BLACK RAIL 9005

09270000 50 x 75 SOLID WALL PVC BLACK RAIL 9005

09290000 75 x 75 SOLID WALL PVC BLACK RAIL 9005

09420000 125 x 75 SOLID WALL PVC BLACK RAIL 9005

10380000 37.5 DIVIDER PVC BLACK RAIL 9005

10390000 50 DIVIDER PVC BLACK RAIL 9005

10400000 75 DIVIDER PVC BLACK RAIL 9005

23462000 25 x 50 OPEN SLOT NORYL BLACK RAIL 9004

23463000 25 x 75 OPEN SLOT NORYL BLACK RAIL 9004

23464000 50 X 50 OPEN SLOT NORYL BLACK RAIL 9004

23465000 50 X 75 OPEN SLOT NORYL BLACK RAIL 9004

23452000 25 x 50 CLOSED SLOT NORYL BLACK RAIL 9004

23454000 50 x 50 CLOSED SLOT NORYL BLACK RAIL 9004

23455000 50 x 75 CLOSED SLOT NORYL BLACK RAIL 9004

23456000 75 x 75 CLOSED SLOT NORYL BLACK RAIL 9004

23472000 25 x 50 SOLID WALL NORYL BLACK RAIL 9004

23474000 50 x 50 SOLID WALL NORYL BLACK RAIL 9004

23476000 75 x 75 SOLID WALL NORYL BLACK RAIL 9004

IMAGE © TRANSPORT FOR LONDON 2005

RAIL PADS 
NUMBER

054 160049

054 160012

054 160016

054 160027

054 160036

054 160039

054 073319

054 160051

054 160052

054 160053

054 073322

015 072845

054 073324

054 073325

054 073312

054 073314

054 073315

054 073316

054 073332

054 073334

054 073336



KEY SPECIFICATIONS
• A wide range of control panel trunking and      	
   accessories available. 

• Made From Rigid Self-Extinguishing PVC

• Feature strong construction and maximum 	
   application stability.

• Service Temperature Rating of -15˚C to +60˚C

• CSA, IMQ, UL, R.I.N.A Approved

475

Iboco wiring systems feature excellent assembly 
functionality and are ideal for any type of power 
and control panel where performance remains 
unaltered over time even under the heaviest 
operating conditions. 

The reliability and durability of these products is 
guaranteed by a very severe selection of raw 
materials employed for their production and 
rigorous process controls. Their superior quality 
is a guarantee of product compliance with all 
major national and international standards.

The full range includes control panel trunking 
with different slot openings, sizes and colours. In 
addition there are several functional components 
and accessories available. 

Control Panel Trunking
IIBOCO Wiring Systems
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Iboco T1 range is ideal for wiring large sized cables usually employed in power panels. With 
thick side, and base, it has a strong construction and maximum application stability. It also 
features good holding under heavy wiring and longer durability and reliability. Available in a 
wide range of heights for space optimisation inside the electric panel. 

Recommended fixing method; Iboco rivets or washers. Supplied with lid.

SPECIFICATIONS
MATERIAL: 
Rigid Self-Extinguishing PVC

COLOUR:
Grey RAL 7030

SERVICE TEMPERATURE RATING:
-15˚C to +60˚C

STANDARDS:
CSA, IMQ, UL, R.I.N.A Approved

PART NO. BASE x 
HEIGHT 
(mm)

E F G
SECTION

(mm2)
PACK 
QTY 
(m)

T1 15X18 G 15 x 18 5 7.5 4 200 72

T1 15X30 G 15 x 30 5 7.5 6 340 64

T1 15X40 G 15 x 40 5 7.5 10 460 48

T1 15X60 G 15 x 60 5 7.5 10 680 32

T1 25X30 G 25 x 30 5 7.5 8 610 72

T1 25X40 G 25 x 40 8 12 12 820 72

T1 25X60 G 25 x 60 8 12 14 1190 48

T1 40X40 G 40 x 40 8 12 12 1360 40

T1 40X60 G 40 x 60 8 12 14 2040 36

T1 60X40 G 60 x 40 8 12 12 1970 24

T1 60X60 G 60 x 60 8 12 14 3080 24

T1 75X125 G 75 x 125 8 12 20 8398 12

T1 80X40 G 80 x 40 8 12 12 2680 24

T1 80X60 G 80 x 60 8 12 14 4150 24

T1 100X40 G 100 x 40 8 12 12 3380 16

T1 100X60 G 100 x 60 8 12 14 5250 16

T1 100X125 G 100 x 125 8 12 20 11415 8

T1 120X60 G 120 x 60 8 12 14 6300 16

DIMENSIONS 
(mm)

Control Panel Trunking
IBOCO T1 DuctI
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Iboco T1-F range is ideal for wiring large sized cables usually employed in power panels. Narrow 
fingers for easier vertical wiring before the cover is mounted, it has correct wire positioning 
and circuit separation. With a thick side and base, it has a strong construction and maximum 
application stability, very good holding under heavy wiring and longer durability and reliability. 
Available in a wide range of heights for space optimisation inside the electric panel. 

Recommended fixing method; Iboco rivets or washers. Supplied with lid.

SPECIFICATIONS
MATERIAL: 
Rigid Self-Extinguishing PVC

COLOUR:
Grey RAL 7030

SERVICE TEMPERATURE RATING:
-15˚C to +60˚C

STANDARDS:
CSA, IMQ, UL, R.I.N.A Approved

PART NO. BASE x 
HEIGHT 
(mm)

E F G
SECTION

(mm2)
PACK 
QTY 
(m)

T1-F 25X80 G 25 x 80 8 12 16 1550 48

T1-F 25X100 G 25 x 100 8 12 16 2300 16

T1-F 40X80 G 40 x 80 8 12 16 2700 32

T1-F 40X100 G 40 x 100 8 12 16 3310 16

T1-F 60X80 G 60 x 80 8 12 16 4140 24

T1-F 60X100 G 60 x 100 8 12 16 5140 8

T1-F 80X80 G 80 x 80 8 12 16 5660 24

T1-F 80X100 G 80 x 100 8 12 16 7020 8

T1-F 100X80 G 100 x 80 8 12 16 7150 16

T1-F 100X100 G 100 x 100 8 12 16 8920 8

T1-F 120X80 G 120 x 80 8 12 16 8630 16

T1-F 150X100 G 150 x 100 8 12 16 13570 8

DIMENSIONS 
(mm)

Control Panel Trunking
IBOCO T1-F Duct I
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Iboco T1-E range is commonly employed in electric control panels. It has restricted slot opening 
and its strong and robust due to its thick base and side construction. Perfect solidity is also 
guaranteed in cantilevered applications. Made of material with more than 3000NPa modules of 
elasticity, it allows for repeated opening and closing of the duct fingers during wiring operations 
even at low temperature, without breaking.

Recommended fixing method; Iboco rivets or washers. Supplied with lid.

SPECIFICATIONS
MATERIAL: 
Rigid Self-Extinguishing PVC

COLOUR:
Grey RAL 7030

SERVICE TEMPERATURE RATING:
-15˚C to +60˚C

STANDARDS:
CSA, IMQ, UL, R.I.N.A Approved

PART NO. BASE x 
HEIGHT 
(mm)

E F G
SECTION

(mm2)
PACK 
QTY 
(m)

T1-E 25X40 G 25 x 40 4 6 12 820 72

T1-E 40X40 G 40 x 40 4 6 12 1360 40

T1-E 60X40 G 60 x 40 4 6 12 1970 24

T1-E 80X40 G 80 x 40 4 6 12 2680 24

T1-E 100X40 G 100 x 40 4 6 12 3380 16

T1-E 25X60 G 25 x 60 4 6 14 1190 48

T1-E 40X60 G 40 x 60 4 6 14 200 36

T1-E 60X60 G 60 x 60 4 6 14 3080 24

T1-E 80X60 G 80 x 60 4 6 14 4150 24

T1-E 100X60 G 100 x 60 4 6 14 5250 16

T1-E 120X60 G 120 x 60 4 6 14 6300 16

DIMENSIONS 
(mm)

Control Panel Trunking
IBOCO T1-E DuctI
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Iboco T1-EF range is ideal for small sized wires commonly employed in electric control panels. It 
has restricted slot opening and its strong and robust due to its thick base and side construction. 
Perfect solidity is also guaranteed in cantilevered applications. Made of material with more 
than 3000NPa modules of elasticity, it allows for repeated opening and closing of the duct 
fingers during wiring operations even at low temperature, without breaking.

Recommended fixing method; Iboco rivets or washers. Supplied with lid.

SPECIFICATIONS
MATERIAL: 
Rigid Self-Extinguishing PVC

COLOUR:
Grey RAL 7030

SERVICE TEMPERATURE RATING:
-15˚C to +60˚C

STANDARDS:
CSA, IMQ, UL, R.I.N.A Approved

PART NO. BASE x 
HEIGHT 
(mm)

E F G
SECTION

(mm2)
PACK 
QTY 
(m)

T1-EF 25X80 G 25 x 80 4 6 16 1550 48

T1-EF 25X100 G 25 x 100 4 6 16 2300 16

T1-EF 40X80 G 40 x 80 4 6 16 2700 32

T1-EF 60X80 G 60 x 80 4 6 16 4140 24

T1-EF 80X80 G 80 x 80 4 6 16 5660 24

T1-EF 100X80 G 100 x 80 4 6 16 7150 16

T1-EF 100X100 G 100 x 100 4 6 16 8920 8

T1-EF 120X80 G 120 x 80 4 6 16 8630 16

DIMENSIONS 
(mm)

Control Panel Trunking
IBOCO T1-EF Duct I
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Iboco TD range features a 12.5 module according to DIN 43659 and CEI 23-22 standards 
which is particularly suitable for use with other DIN 12.5 equipment for perfect size interfacing. 
Optimised duct size/wire retention ratio and perfectly rounded finger edges for safe operations 
even in installations with difficult access. Repeated opening and closing of the fingers during 
wiring operations is possible due to their size and resilience.

Recommended fixing method; Iboco rivets or washers. Supplied with lid.

SPECIFICATIONS
MATERIAL: 
Rigid Self-Extinguishing PVC

COLOUR:
Grey RAL 7030

SERVICE TEMPERATURE RATING:
-15˚C to +60˚C

STANDARDS:
CSA, IMQ, UL, R.I.N.A Approved

PART NO. BASE x 
HEIGHT 
(mm)

E F G
SECTION

(mm2)
PACK 
QTY 
(m)

TD 25X25 G 25 x 25 5 7.5 7 460 48

TD 25X50 G 25 x 50 5 7.5 11 990 48

TD 37.5X25 G 37.5 x 25 5 7.5 7 660 64

TD 37.5X50 G 37.5 x 50 5 7.5 11 1500 24

TD 37.5X75 G 37.5 x 75 5 7.5 13 2330 24

TD 50X37.5 G 50 x 37.5 5 7.5 10 1490 24

TD 50X50 G 50 x 50 5 7.5 11 2060 24

TD 50X75 G 50 x 75 5 7.5 13 3200 24

TD 75X50 G 75 x 50 5 7.5 11 3200 24

TD 75X75 G 75 x 75 5 7.5 13 4940 16

TD 75X125 G 75 x 125 5 7.5 20 8398 12

TD 100X50 G 100 x 50 5 7.5 11 4330 16

TD 100X75 G 100 x 75 5 7.5 13 6650 16

TD 100X125 G 100 x 125 5 7.5 29 11415 8

TD 125X50 G 125 x 50 5 7.5 11 5370 16

TD 125X75 G 125 x 75 5 7.5 13 8310 12

DIMENSIONS 
(mm)

Control Panel Trunking
IBOCO TD DuctI



Control Panel Trunking
Blue Metric Narrow Slot I
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Blue Metric Narrow Slot provides a lightweight 
self extinguishing cable trunking with excellent 
rigidity and performance characteristics. For 
use when bundles, cables and wires need 
supporting in control panels, distribution boards 
and switchgear. Ideal for all panel building 
applications, also suitable for I.S circuits.

Available in 11 sizes. Recommended fixing 
method; Betaduct rivets or washers. Supplied 
with lid.

SPECIFICATIONS
MATERIAL: 
Rigid PVC

SLOT PITCH: 10mm  SLOT WIDTH: 4mm  WEBS: 6mm

COLOUR:
Blue RAL 5015

SERVICE TEMPERATURE RATING:
-5˚C to +65˚C

FLAMMABILITY:
UL94 V-0 Rated Material

STANDARDS:
Base slots to DIN 43659. RoHS.

PART NO.
BLUE

NOMINAL SIZE 
OUTER (WxH) mm

PACK 
QTY (m)

20006044 40 x 40 24

20006046 40 x 60 24

20006048 40 x 80 24

20006064 60 x 40 24

20006066 60 x 60 24

20006068 60 x 80 24

20006084 80 x 40 24

20006086 80 x 60 24

20006088 80 x 80 24

20006016 100 x 60 12

20006011 100 x 100 12

SLOTS

CROSS SECTIONS BASE PUNCHING FOR 
40-60MM

BASE PUNCHING FOR 
80MM & ABOVE



DIMENSIONS 
(mm)

PART 
NO.

FOR DUCT 
HEIGHT 
(mm)

A B
PACK 
QTY 
(m)

SEP-E 40 40 33 23 64

SEP-E 60 60 52 23 40

SEP-E 80 80 72 23 24

IBOCO SEPARATORS 

SEP-E is made from rigid self-extinguishing PVC. It allows the physical separation of circuits with 
different voltages and functions. The various mounting arrangements of SEP-E allows alternate 
compartmentation of duct and differing ratios of usable section.

IBOCO SPARE COVER FOR T1, T1-F, T1-E, T1-EF 

PART NO. SIZE (mm) PACK QTY (m)

COV 15 G 15 50

COV 25 G 25 50

COV 37.5 G 37.5 50

COV 40 G 40 50

COV 50 G 50 50

COV 60 G 60 50

COV 75 G 75 50

COV 80 G 80 50

COV 100 G 100 40

COV 120 G 120 40

COV 125 G 125 40

COV 150 G 150 40

Spare covers are made from solid, rigid self-extinguishing PVC.
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DIMENSIONS (mm)

Iboco wire retainers are available in a 
new shape to meet the most sophisticated 
wire holding requirements. Made of PVC 
for a better surface finishing and excellent 
dynamic resistance, they feature an exclusive 
and patented system with in-built anchoring 
element for fast installation. This allows it to be 
repositioned even when the duct is already 
installed. Suitable for use with T1, T1-F, T1-E and 
T1-EF.

SPECIFICATIONS
MATERIAL: 
ABS/PVC

COLOUR:
Black RAL 7021

SUITABLE FOR USE WITH:
Iboco T1, T1-F, T1-E and T1-EF.

PART NO. A B C D PACK QTY

CL 40X40 35 36 20 - - 120

CL 40X60 35 56 20 - - 120

CL 40X80 34 75 20 - - 120

CL 60X40 55 35 20 - - 120

CL 60X60 54 55 20 - - 120

CL 60X80 54 75 20 - - 60

CL 60X100 54 95 20 - - 40

CL 80X60 74 55 20 50 60

CL 80X80 74 74 20 50 60

CL 80X100 74 94 20 50 30

CL 100X60 94 55 20 50 60

CL 100X80 94 75 20 50 30

CL 100X100 93 94 20 50 30

CL 120X60 114 54 20 50 50

CL 120X80 113 74 20 50 30

CL 150X100 143 94 20 50 20

IBOCO WIRE RETAINERS
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IBOCO DUCTAMARK

DuctaMark is an easy and practical way to 
identify control gear and switchgear in control 
panels. It can be mounted by snapping it onto 
the sidewall finger segments, taking care that 
it is placed above the wires coming out to the 
sidewall slots. 

PART NO. PACK QTY 

DUCTAMARK 1 100

SPECIFICATIONS
MATERIAL: 
Polyamide 6

IBOCO RIVET TOOLS

PART NO. COLOUR DESCRIPTION PACK QTY

RT4 Blue To Suit Rivets - Ductafix R4 1

RT6 Red To Suit Rivets - Ductafix R6 1

The Iboco Rivet tool has an independent 
sliding metal core for the best tool stability 
and greater pressure exerted when inserting 
the rivet into the hole. Features a soft plastics 
ergonomic handle. The long 233mm metal 
body is ideal for easy insertion, in narrow and 
high wiring ducts.

Iboco Nylon rivets are available in blue 
and orange, they are equipped with fins for 
a perfect tightness and allowing a quick 
insertion of the rivet in the rivet tool to make 
the mounting easier. For a proper fitting, rivets 
have to be inserted in one of the hole ends. 

IBOCO RIVETS

DIMENSIONS (mm)

PART NO. COLOUR A B C D E PACK QTY

DUCTAFIX R4 Blue 25 2 12 4 9 1000

DUCTAFIX R6 Orange 29 2 14 6.25 11 500

SPECIFICATIONS
MATERIAL: 
Polyamide 6
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Iboco DN-A is a flexible cable routing system 
designed for use in control panels, distribution 
boards, or in difficult to reach areas. Cables 
can be routed in or out over the whole length, 
and it is mounted either with screws, using 
the DIN standard base punching, or with the 
self-adhesive strip on the back. 

SPECIFICATIONS
MATERIAL: 
Polypropylene. Flame Resistant & Halogen-Free

COLOUR:
Grey RAL 7035

SERVICE TEMPERATURE RATING:
-40˚C to +70˚C

FLAMMABILITY:
UL94 V-2 Rated Material

PART NO. DIMENSIONS 
WxH (mm)

SECTION 
(mm2)

PACK 
QTY (m)

DN-AS G 17.5 x 28 275 24 x 0.5m

DN-AM G 32 x 43 900 24 x 0.5m 

DN-AL G 42.5 x 55 1550 14 x 0.5m

HF
Halogen

Free

IBOCO DN-A
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DIMENSIONS
(mm)

Robust, yet simple to install, Spiralite gives mechanical protection to the wire bundle which 
remains flexible whilst rigidly held. Ideal for fast economical grouping of wire bundles, joining 
groups of wires and tubing for fluidic/pneumatic machine control and for flexible connections 
between panel and door.

SPECIFICATIONS
MATERIAL: 
Polyethylene Natural (PART NO. P) 
Polyethylene Self-Extinguishing (PART NO. PA)

STANDARDS:
ASTM D 635

PART 
NO.

COLOUR A B C PACK 
QTY (m)

P1 Natural 1.5 3 5 50

P2 Natural 4 6 8 25

P3 Natural 8 10 12 25

P4 Natural 9 12 12 20

PA1 White 1.5 3 5 50

PA2 White 4 6 8 25

PA3 White 8 10 12 25

PA4 White 9 12 12 20

P1B Black 1.5 3 5 50

P2B Black 4 6 8 25

P3B Black 8 10 12 25

P4B Black 9 12 12 20

HF
Halogen

Free



Cablecraft House, Circle Business Centre, 
Blackburn Road, Houghton-Regis, Bedfordshire LU5 5DD.

Tel: 01582 606 033 • Fax: 01582 606 063
Email: sales@cablecraft.co.uk • Web: www.cablecraft.co.uk

CABLECRAFT
creative wiring solutions

CABLECRAFT COMPANY CABLECRAFT COMPANY


